


A Low-profile universal mounting bracket is a defining 

element of the Vigilant Motorcycle LPR I ANPR solution. 

Made from powder-coated, 12-gauge steel, the bracket is 

available to fit almost every bike. The bracket holds up to 

two (2) Reaper Series integrated camera and LPR I ANPR 

processor units, each balanced on a "low-to-no vibration" 

articulating camera mount. An integral wireless 

communications antenna completes the package. 

A Simplified Interface is designed to work in minimized 

mode, alerting officers of hits via audible alert to the headset. 

When stationary, Mobile Hit Hunter tells the officer where to 

go look for vehicles by matching all available LPR data, 

including that shared from other agencies and/or commercial 

operations of LPR, against agency hotlist(s) and notifying 

officers of suspect vehicles within a 3-mile radius. All info is 

presented on a rugged tablet that can be easily removed. 

System Components & Key Specifications 

Universal Bracket with LPR Systems 

• Width : 18-25" (457-635 mm) 

*varies based on camera orientation 

• Integral mobile communications antenna 

Monitor (pictured) and Power & Communications Package 

• Power draw: 2.6 A for entire system 

• Saddlebag power & communications package 

- Mobile cellular router 

- Regulated power with shutdown timer 

- Power-over-EtherNet camera connections 

- GPS module 

• "Low-to-no bounce" articulating camera mount 

• Powder-coated 12-gauge steel w/stainless steel hardware 
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Evrensel montaj kitimiz elektrostatik boya ile 
boyanmış, 12 kalibre çelikten üretilmiş ve 
entegre işlemcili 2 PTS kamerasını rahatlıkla 
taşıyabilecek şekilde tasarlanmıştır. Kameralar 
titreşimi engelleyecek şekilde sabitlenmektedir.
Veri iletişimi kablosuz bir anten aracığıyla 
yapılır. 

Basitleştirilmiş ara yüzü ile minimal modda çalışmak 
için tasarlanmıştır ve memur kulaklığından sesli 
uyarılar alabilir.  MHH memura kulaklığından Plaka 
ağında bulunan olakalarla eşleşme sağlandığında 
bildirir. Ayrıca şürheli araçlara rastlandığında MHH 
3mil civardaki merkezlere ve memurlara uyarılar 
gönderebilir. 

SİSTEM BİLEŞENLERİ VE TEMEL ÖZELLİKLER 

Monitör, Güç ve İletişim Paketi 
- Bütün sistem için gerekli güç 2A
- Mobil Hücresel Yönlendirici
- Kapatma zamanı ayarlama Güç seçeneği düzenleme
- Ethernet ve Güç Bağlantıları
- GPS Modülü

Mobil PTS ve Evrensel Montaj Kiti 
- Genişlik : (457-635 mm) 
- Entegre Mobil İletişim Anteni
- Sarsıntıdan ve Titreşimden Etkilenmez
- 12 Kalibre Paslanmaz Çelik Donanım
- Elektrostatik Boyalı Yüzey




